Quick Start ...t

UDS - 1100 (Lantronix Device)
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1 2 Assigning the IP Address to the UDS-1100
NOTE It is assumed the user is logged onto the
Step 1: Insert the LANTRONIX Windows O/S PC, that the UDS-1100 is powered
CD-ROM into the CD Drive, it up and connected to the TCP/IP LAN/WAN.
will AutoPlay and bring up the
main menu. Step 1: From the Start button on the desktop, Select:

All Programs LANTRONIX Devicelnstaller
Devicelnstaller

Step 2: Follow the instructions
to install the Devicelnstaller,
start by clicking the “Next”
button.
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Step 2: Double-click the Devicelnstaller icon to
launch application.

. . o Step 3: Click on the “Search” button, to find
Step 3: If a different destination the UDS-1100 device.

direction is needed, use the
browse button to select this
location, then click the “Next” Step 4: The UDS-1100 will be added to the list on
button. screen.

Step 4: When the installation is
complete click the “Close”
button.
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Step 5: Select the UDS-1100 device to be
programmed and click the “Assign IP” button.

Step 6: Follow the on screen prompts to assign an IP
address to the UDS-1100. Start by selecting Assign a
specific IP address and clicking the “Next” button.

Step 7: Enter the IP address, Subnet Mask and Gateway for
the UDS-1100 provided by your Network Administrator and
then click the “Next” button.

Step 8: Click the “Assign” button, it will take approximately
sixty seconds for the UDS-1100 to reboot, then click the
“Finish” button..

4 Configuring the UDS-10 Settings

Step 1: Select the UDS-1100 device, it will now allow the
device to be configured.

Step 2: Click on the “Web Configuration” Tab, on the right
hand side of the screen.

Step 3: Left Click on the Green “Go” Button.
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Step 4: By default there is no
User ID or Password. Click
the “Ok” button when
prompted.

Step 5: Click on “Serial Settings”.

Step 6: Change the Baud rate from 9600 to 19200 and then
click the “Ok” Button.

Step 7: Click on “Connection”.

Conneclion

Step 8: Change the Local Port from 10001 to 3001 and then
click the “Ok” Button.

Step 7: Click on “Apply Settings”.
The unit will now apply the new
settings and reboot.

The UDS-1100 is now configured. Simply plug the
UDS-1100 into the LAN and attach the DB-9 to DB-25
cable to the UDS-1100 and Network Receiver.




